




Max. 8WPower Consumption

SPECIFICATIONS

 

Supports mainstream CASCA System

4 channels via 1 RF female connectorInput

DVB-T/T2

2 x PCMCIA CI slots

Descrambled channel quantity depends on CAM 
capability, 2 CAMs could be different

CI

CAM

OHR6-DVBT2CI-00

 

 

47~862MHz

6/7/8MHz

DVB-T: QPSK/16QAM/64QAM
DVB-T2: QPSK/16QAM/64QAM/256QAM

DVB-T: 1/4, 1/8, 1/16, 1/32
DVB-T2: 1/4, 1/8, 1/16, 1/32, 1/128 
19/256, 19/128

-80~-20dBm

Frequency Range

Constellation

Guard Interval

Signal Level

Bandwidth

FFT Size DVB-T: 2K, 8K
DVB-T2: 1K, 2K, 4K, 8K, 16K, 32K
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4CH: Max. 23W; 8CH: Max. 27WPower Consumption

OHM6-OFDM-R01/R01A

4/8 frequencies via 1 RF female connector 75Ω

ETSI EN 300744

47~862MHz

8MHz

1/4, 1/8, 1/16, 1/32

2K, 8K

Output

Frequency Range

Bandwidth

Constellation

Guard Intervals

FFT Size

Standard

QPSK/16QAM/64QAM

1/2, 2/3, 3/4, 5/6, 7/8

Max. 105dBμV

≥32dB

Output Level

MER

Code Rates

OFDM 

 

 

OHE6-HDMI-S04

 

Max. 15WPower Consumption

4 channels via 4 HDMI
female connectors (HDMI 1.4)

H.264/AVC      MP/HP@4.2

HD:
1080p-29.97/30/50/59.94/60
1080i-29.97/30/50/59.94/60
720p-50/59.94/60
SD:
576i50
576p50
480i-59.94/60
480p-59.94/60
*Output supports progressive only

CBR

600~20000 Kbps

Video

Resolution

Input

Bitrate Control

Video Bitrate

IPPPGOP Structure

1~60GOP Size

Automatic or ManualAspect Ratio

MPEG-1 Layer II, AC3 (optional), AAC (optional)Audio

32~192 KbpsAudio Bitrate

Stereo 2.0Audio Mode

48kHzAudio Sampling Rate

-20dB~20dBAudio Volume Leveling

Text, Image, QR CodeOSD Overlay

HEVC 

Max. 12WPower Consumption

OHE6-HDMI-00

CBR

1,000~14,000Kbps

IBBP, IPPP, IBP

6~63

Automatic or Manual

Input

Video

Video Bitrate

GOP Structure

GOP Size

Aspect Ratio

MPEG-1 Layer II, AC3 (optional), AAC (optional)Audio

Audio Mode

Resolution

Bitrate Control

H.264/AVC HD: MP/HP@L4.0
SD: MP/HP@L3.0
MPEG-2 SD: MP@ML

4 channels via 4 HDMI female connectors 
(HDMI 1.4)

Stereo (2.0, including downmix)

48kHzAudio Sampling Rate

Audio Volume Leveling -20dB~20dB

SD: 576i50, 480i59.94
HD: 1080p-25/30/50/59.94/60
       1080i-50/59.94/60
       720p-50/60
*Output resolution supports up to 1920*1080p30

Audio Bitrate 32~384Kbps

HDMI


